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Sharpening kits
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Sharpening kits

Three new kits, all conditioned in practical blisters :

 Sales in retail shops and to the end users are facilitated.

 Back panel with user guide, technical information, safety advice and UPC code.

 Clamshell packaging, prevents from easy opening.

 Thanks to the transparent blister, the products are easily identifiable.
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MF130500

0.25 – 0.30'' / 0.63 – 0.73 mm

Bois tendre / Weichholz 
Softwood / Madera blanda

Bois dur / Hartholz 
Hardwood / Madera dura

Coupes longit. / Längsschnitte
Longit. cuts / Cortes longitud.

Semi chisel 35° 35° 10°

Chisel 30° 25° 10°

Position d’affûtage / Schärfeposition
Sharpening position / Posición de afilador

Performance % / Leistung %
Performance % / Rendimiento %

0 100

0 100

Jauge limiteur de profondeur*
Tiefenbegrenzer-Lehre*
Depth gauge*
Guía limitadora*
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A vérifier tous les 2 à 3 affûtages
Zu prüfen nach jedem 2. bis 3. Schärfen
To verify after 2 or 3 sharpenings
Controlar cada 2 o 3 affilados

Curette de nettoyage du plateau : 
A chaque remplacement de chaîne
Schwertnut-Reiniger : Bei jedem Kettenwechsel
Bar groove cleaner : At every chain replacement
Limpiador : A cada cambio de cadena

File Guide (Ref) Files Diameter Pitch

ALC10071 5/32” – 4.0 mm [1/4” - 6.35 mm]

ALC10072 11/64” - 4.5 mm
3/16” -   4.8 mm

[0.325” – 8.25 mm]

ALC10073 13/64” - 5.2 mm   
7/32” - 5.5 mm

[3/8” – 9.52 mm ]
[0.404” - 10.26 mm ]

Handles (Ref) Length

AL340 100 mm (4”)

AL210 94 mm (3.7”)

Select optimal sharpening angles according your need

Type of 
cutter

Type of 
wood

Sharpening 
angle

Top plate 
angle

Side plate 
angle

File inclination Cutting 
performance

semi chisel
Soft 35° 50° 75° to 80° ~ 5° to 10°

Adapter les onglets 
couleurs selon la 

perf
Hard 

(unclean) 35° 60° 85° 0°

chisel
Soft 30° 50° 75° ~ 5° to 10°

Hard
(unclean) 25° to 30° 60° 85° 0°

Why sharpen precisely saw chains?

 Reduced accident risk

 Excellent cutting performance

 Higher cutting speed

 Ease of use: less physical strain 

 Less wear to the cutting set and chain saw

 Less fuel consumption

Explication du pitch :
reprendre catalogue 
forestier
Pitch = E :2

Images manches

File Guide (Ref) Files Diameter Pitch

ALC10071 5/32” – 4.0 mm [1/4” - 6.35 mm]

ALC10072 11/64” - 4.5 mm
3/16” -   4.8 mm

[0.325” – 8.25 mm]

ALC10073 13/64” - 5.2 mm   
7/32” - 5.5 mm

[3/8” – 9.52 mm ]
[0.404” - 10.26 mm ]

Handles (Ref) Length

AL340 100 mm (4”)

AL210 94 mm (3.7”)

Select optimal sharpening angles according your need

Type of 
cutter

Type of 
wood

Sharpening 
angle

Top plate 
angle

Side plate 
angle

File inclination Cutting 
performance

semi chisel
Soft 35° 50° 75° to 80° ~ 5° to 10°

Adapter les onglets 
couleurs selon la 

perf
Hard 

(unclean) 35° 60° 85° 0°

chisel
Soft 30° 50° 75° ~ 5° to 10°

Hard
(unclean) 25° to 30° 60° 85° 0°

Why sharpen precisely saw chains?

 Reduced accident risk

 Excellent cutting performance

 Higher cutting speed

 Ease of use: less physical strain 

 Less wear to the cutting set and chain saw

 Less fuel consumption

Explication du pitch :
reprendre catalogue 
forestier
Pitch = E :2

Images manches

Usines Métallurgiques de Vallorbe SA
Rue du Moutier 49
1337 Vallorbe / Switzerland

Tel. +41 (0)21 843 94 94
Fax +41 (0)21 843 94 00
umv@vallorbe.com
www.vallorbe.com

Conseils de sécurité
Pour utiliser ces produits en toute sécurité, reportez-vous à notre fiche de sécurité (SECU P002-fr) dans la 
section téléchargement de notre site web www.vallorbe.com.

Sicherheitsvorschriften
Um diese Produkte sicher anzuwenden, beziehen Sie sich bitte auf das MSDS-Dokument (SECU P002-en) in 
der Rubrik «Download» unserer Webseite www.vallorbe.com.

Safety advice
For the safe use of this products, refer to the MSDS document (SECU P002-en) on our web site www.vallorbe.
com in the download section.

Consejos de seguridad 
Para utilizar los productos con toda seguridad, consulte el documento MSDS (SECU P002-en) en la sección de 
descargas de nuestra página web www.vallorbe.com. 

* Voir également les indications du fabricant de chaînes. ** Vendu séparément
 Ebenfalls Angaben des Kettensäge-Herstellers beachten.  Separat erhältlich
 See also chain saw manufacturer’s indications.  Sold separately
 Verificar igualmente las indicaciones del fabricante de cadenas.  Se vende por separado

LC10081-316

Made in Switzerland

Instruction d’affûtage / Schärfanleitung
Sharpening instructions / Instrucciones de afilado

∅ Lime* / ∅ Feile*
∅ File* / ∅ Lima*

5/32"
4.0 mm

11/64"
4.5 mm**

3/16"
4.8 mm

13/64"
5.15 mm**

7/32"
5.5 mm

Pas / Teilung
Pitch / Paso

1/4" -
3/8" low

3/8" -
.325" .325" .404" 3/8"

Kit correspondant
Passender Kit
Corresponding kit
Kit correspond.

LC10081-532 LC10081-316 LC10081-732

Position du guide sur le maillon
Lage der Lehre auf dem Schneidezahn
Guide positioning on the cutter
Posición del afilador

Angle de coupe supérieur*
Schärfwinkel*
Top plate filing angle*
Angulo de corte superior* M

F1
30
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0

Usines Métallurgiques de Vallorbe SA
Rue du Moutier 49
1337 Vallorbe / Switzerland

Tel. +41 (0)21 843 94 94
Fax +41 (0)21 843 94 00
umv@vallorbe.com
www.vallorbe.com

Conseils de sécurité
Pour utiliser ces produits en toute sécurité, reportez-vous à notre fiche de sécurité (SECU P002-fr) dans la section téléchargement 
de notre site web www.vallorbe.com.

Sicherheitsvorschriften
Um diese Produkte sicher anzuwenden, beziehen Sie sich bitte auf das MSDS-Dokument (SECU P002-en) in der Rubrik 
«Download» unserer Webseite www.vallorbe.com.
Safety advice
For the safe use of this products, refer to the MSDS document (SECU P002-en) on our web site www.vallorbe.com in the 
download section.

Consejos de seguridad 
Para utilizar los productos con toda seguridad, consulte el documento MSDS (SECU P002-en) en la sección de descargas de 
nuestra página web www.vallorbe.com. 

Kit Pro
LC10082-532

Made in Switzerland

Bois tendre / Weichholz 
Softwood / Madera blanda

Bois dur / Hartholz 
Hardwood / Madera dura

Coupes longit. / Längsschnitte
Longit. cuts / Cortes longitud.

Semi chisel 35° 35° 10°

Chisel 30° 25° 10°

Position d’affûtage / Schärfeposition
Sharpening position / Posición de afilador

Performance % / Leistung %
Performance % / Rendimiento %

0 100

0 100

Jauge limiteur de profondeur*
Tiefenbegrenzer-Lehre*
Depth gauge*
Guía limitadora*

A vérifier tous les 2 à 3 affûtages
Zu prüfen nach jedem 2. bis 3. Schärfen
To verify after 2 or 3 sharpenings
Controlar cada 2 o 3 affilados

Curette de nettoyage du plateau : 
A chaque remplacement de chaîne
Schwertnut-Reiniger : Bei jedem Kettenwechsel
Bar groove cleaner : At every chain replacement
Limpiador : A cada cambio de cadena

File Guide (Ref) Files Diameter Pitch

ALC10071 5/32” – 4.0 mm [1/4” - 6.35 mm]

ALC10072 11/64” - 4.5 mm
3/16” -   4.8 mm

[0.325” – 8.25 mm]

ALC10073 13/64” - 5.2 mm   
7/32” - 5.5 mm

[3/8” – 9.52 mm ]
[0.404” - 10.26 mm ]

Handles (Ref) Length

AL340 100 mm (4”)

AL210 94 mm (3.7”)

Select optimal sharpening angles according your need

Type of 
cutter

Type of 
wood

Sharpening 
angle

Top plate 
angle

Side plate 
angle

File inclination Cutting 
performance

semi chisel
Soft 35° 50° 75° to 80° ~ 5° to 10°

Adapter les onglets 
couleurs selon la 

perf
Hard 

(unclean) 35° 60° 85° 0°

chisel
Soft 30° 50° 75° ~ 5° to 10°

Hard
(unclean) 25° to 30° 60° 85° 0°

Why sharpen precisely saw chains?

 Reduced accident risk

 Excellent cutting performance

 Higher cutting speed

 Ease of use: less physical strain 

 Less wear to the cutting set and chain saw

 Less fuel consumption

Explication du pitch :
reprendre catalogue 
forestier
Pitch = E :2

Images manches

File Guide (Ref) Files Diameter Pitch

ALC10071 5/32” – 4.0 mm [1/4” - 6.35 mm]

ALC10072 11/64” - 4.5 mm
3/16” -   4.8 mm

[0.325” – 8.25 mm]

ALC10073 13/64” - 5.2 mm   
7/32” - 5.5 mm

[3/8” – 9.52 mm ]
[0.404” - 10.26 mm ]

Handles (Ref) Length

AL340 100 mm (4”)

AL210 94 mm (3.7”)

Select optimal sharpening angles according your need

Type of 
cutter

Type of 
wood

Sharpening 
angle

Top plate 
angle

Side plate 
angle

File inclination Cutting 
performance

semi chisel
Soft 35° 50° 75° to 80° ~ 5° to 10°

Adapter les onglets 
couleurs selon la 

perf
Hard 

(unclean) 35° 60° 85° 0°

chisel
Soft 30° 50° 75° ~ 5° to 10°

Hard
(unclean) 25° to 30° 60° 85° 0°

Why sharpen precisely saw chains?

 Reduced accident risk

 Excellent cutting performance

 Higher cutting speed

 Ease of use: less physical strain 

 Less wear to the cutting set and chain saw

 Less fuel consumption

Explication du pitch :
reprendre catalogue 
forestier
Pitch = E :2

Images manches

* Voir également les indications du fabricant de chaînes.
 Ebenfalls Angaben des Kettensäge-Herstellers beachten.
 See also chain saw manufacturer’s indications.
 Verificar igualmente las indicaciones del fabricante de cadenas.

Instruction d’affûtage / Schärfanleitung
Sharpening instructions / Instrucciones de afilado

∅ Lime* / ∅ Feile*
∅ File* / ∅ Lima*

5/32"
4.0 mm

11/64"
4.5 mm

3/16"
4.8 mm

13/64"
5.15 mm

7/32"
5.5 mm

Pas / Teilung
Pitch / Paso

1/4" -
3/8" low

3/8" -
.325" .325" .404" 3/8"

Kit correspondant
Passender Kit
Corresponding kit
Kit correspond.

LC10082-532 LC10082-45 LC10082-316 LC10082-1364 LC10082-732

Position du guide sur le maillon
Lage der Lehre auf dem Schneidezahn
Guide positioning on the cutter
Posición del afilador

Angle de coupe supérieur*
Schärfwinkel*
Top plate filing angle*
Angulo de corte superior*

MF130750

0.25 – 0.30'' / 0.63 – 0.73 mm

Kit Pro File guide Kit Files Kit



 

Sharpening your skills

KIT PRO

File ∅ File ∅  
=  " = mm Chains Ref.  blister 
5/32 4.00 1/4'' - 3/8'' low LC10082-532* 1
11/64 4.50 3/8'' - .325'' LC10082-45* 1
3/16 4.80 .325'' LC10082-316* 1
13/64 5.20 3/8'' LC10082-1364* 1
7/32 5.50 .404'' LC10082-732* 1

 1 file guide 

 3 round files of the same diameter

 1 flat file 

 1 wooden handle

 1 depth gauge

 1 bar scraper

 1 large size pouch

FILES KIT

File ∅ File ∅  
=  " = mm Chains Ref.  blister 
5/32 4.00 1/4'' - 3/8'' low LC10002-532 1
3/16 4.80 .325'' LC10002-316 1
7/32 5.50 .404'' LC10002-732 1

 2 round files of the same diameter 

FILE GUIDE KIT

File ∅ File ∅  Ref. corresponding
=  " = mm Chains blister 
5/32 4.00 1/4'' - 3/8'' low LC10081-532 1
3/16 4.80 .325'' LC10081-316 1
7/32 5.50 .404'' LC10081-732 1

 1 file guide

 1 round file

 1 wooden handle

*This kit replaces the LC10074 kit
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Usines Métallurgiques de Vallorbe SA
Rue du Moutier 49 • 1337 Vallorbe • Switzerland
Tel. +41 (0)21 843 94 94 • umv@vallorbe.com • www.vallorbe.com V1.1 / 04.2016

CHAIN SAW SHARPENING KIT (rolled)

File ∅	 File ∅
=  " = mm Chains Ref. rolled 
5/32 4.00 1/4'' - 3/8'' low LC10073-532 1
11/64 4.50 3/8'' - .325'' LC10073-45 1
3/16 4.80 .325'' LC10073-316 1
13/64 5.20 3/8'' LC10073-1364 1
7/32 5.50 .404'' LC10073-732 1

 1 file guide 

 2 round files of the same diameter

 1 flat file 

 1 plastic handle

 1 depth gauge

 1 bar scraper

 1 small size pouch

These new practical sharpening kits are a complement to our existing Chain Saw 
Sharperning Kit in our current Forestry Products catalogue.


